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The Tecoblock 1250-300D & 500D is a Masonry unit 
manufactured from raw materials that include, cement, perlite, 
recycled material and additives. The composition of the block 
was developed to achieve an all rounder in performance to form 
a balance in thermal, fire and sound performance in one 
product maximising the use of recycled materials.

DIMENSIONS

APPLICATIONS

MATERIALS

TECOBLOCK SYSTEM

BLOCK LAYOUT

COLUMN REINFORCEMENTCOMPLETE TECOBLOCK COLUMN
The Tecoblock System columns are formed from Masonry 
Units which give you clear vertical cavity access. The 
Tecoblock System requires the use of all its components to 
achieve the full strength and stability of the finished column.

Tecoblock columns can be reinforced to meet the require-
ments of various applications, as per diagrams above.
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Designed for Round Columns for non-load bearing or load
bearing construction, can be used in conjunction with
Standard Tecoblock.

The Tecoblock System works in user friendly modules. When laying 
Tecoblocks they must overlap a minimum of one core with Locators 
joining the Tecoblocks (see fig 1.). There are 8 Tecoblock 1250 
Series blocks per lm.

   500 x H 250 x W 100
Weight: 11 kilograms
   300 x H 250 x W 100

Weight: 5.5 kilograms

All products are sold as a complete lm package for building of 
the Tecoblock System column. Package includes – Tecoblock, 
Locators, Endcaps, Mesh & Sealer Bond. All products must be 
used in accordance to the Tecoblock Technical Manual or as 
designed by an engineer.

The Tecoblock System gives you an end product which is a 
solid column, ready for paint or texture with clear vertical 
cavities ready to utilize for services or reinforcement.

FEATURES & BENEFITS

Minimise noise pollution
Faster construction
Clear Vertical cavities at 100mm centres
Recyclable

Pest resistance

Thermal efficiency

Strong and durable

Fire rated

fig 1.


